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Content

This document describes the configuration required to setup Avaya Definity G3 and AudioCodes
Mediant 1000/2000 using E1 QSIG as the telephony signaling protocol. It also contains the results of
the interoperability testing of Microsoft Exchange 2007 Unified Messaging based on this setup.

Intended Audience

This document is intended for Systems Integrators with significant telephony knowledge.

Technical Support

The information contained within this document has been provided by Microsoft, its partners or
equipment manufacturers and is provided AS IS. This document contains information about how to
modify the configuration of your PBX or VoIP gateway. Improper configuration may result in the loss
of service of the PBX or gateway. Microsoft is unable to provide support or assistance with the
configuration or troubleshooting of components described within. Microsoft recommends readers to
engage the service of an Microsoft Exchange 2007 Unified Messaging Specialist or the manufacturers
of the equipment(s) described within to assist with the planning and deployment of Exchange Unified

Messaging.

Microsoft Exchange 2007 Unified Messaging (UM) Specialists

These are Systems Integrators who have attended technical training on Exchange 2007 Unified
Messaging conducted by Microsoft Exchange Engineering Team. For contact information, visit here.
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1. Components Information

1.1. PBX or IP-PBX

PBX Vendor

Avaya

Model

Definity G3

Software Version

R013i.01.1.628.7

Telephony Signaling El QSIG
Additional Notes None

1.2. VoIP Gateway

Gateway Vendor AudioCodes

Model

Mediant 2000

Software Version

5.00A.031.005

VoIP Protocol

SIP

Additional Notes

Tests were conducted with Mediant 2000. However, these tests are also
applicable to Mediant 1000.

1.3. Microsoft Exch

ange Server 2007 Unified Messaging

Version

RTM




2. Prerequisites

2.1. Gateway Prerequisites

The gateway also supports TLS (in addition to TCP). This provides security by enabling the encryption
of SIP packets over the IP network. The gateway supports self-signed certificates as well as Microsoft
Windows Certificates Authority (CA) capabilities.

2.2. PBX Prerequisites
e Enter the command “display system-parameters customer-options”, and then ensure that the
QSIG OPTIONAL FEATURES parameters (on screen 3 of the PBX configuration tool, page 28)

W,

are set to “y”.

e PBX hardware must include an installed Trunk Card Module TN464F.

2.3. Cabling Requirements

This integration uses standard RJ-48c cables to connect digital trunks (T1/E1l) between TN464F and
Mediant 2000 trunk interfaces.

3. Summary and Limitations

|E A check in this box indicates the UM feature set is fully functional when using the PBX/gateway
in question.



4. Gateway Setup Notes
Step 1: SIP Environment Setup
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Step 2: Routing Setup
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Note: The Proxy IP Address must be one that corresponds to the network environment in which the
Microsoft Unified Messaging server is installed (For example, 10.15.3.207 or the FQDN of the Microsoft
Unified Messaging host).



Step 3: Coder Setup
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Step 4: Digit Collection Setup
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Step 5: Supplementary Services Setting
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Choose any 4-digit number that is not used in the PBX for Transfer Prefix (e.g., 9989).



Step 6: Manipulation Routing Setup
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The first manipulation for the destination prefix will strip the 4-digit number of the Transfer Prefix that
was configured in the previous step.
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Step 7: Trunk Group Setup
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Step 8: TDM BUS Setting.
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To reboot and apply modified value(s) to the device, click "Submit’ then 'Reset’ (with the ‘Burn To FLASH * selected).
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Step 9: Trunk Setting Setup
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Step 10: FAX Setup
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Step 11 : Voice Mail Setup
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Step 12 : General Setup
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Step 13:

ISDNIBehavior = 1073741824
EnableMWI = 1

SubscriptionMode = 1
EnableDetectRemoteMACChange = 2
ECNLPMode = 1
TrunkTransferMode_X = 0

Note: "X" refers to the Trunk number, for
TrunkTransferMode_0 = 0

example:

for

the

first

trunk
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Step 14: Reset Mediant 2000
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Click Reset to reset the gateway.
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4.1. Configuration Files

The ZIP file includes the following files:

1. AudioCodes Mediant 1000 / Mediant 2000 configuration for TCP environnent (.ini file
extension).

2. AudioCodes Mediant 1000 / Mediant 2000 configuration for TLS environnent (.ini file

extension).
| E

Avaya Definity E1 QSIG Audiocodes Mediant 1000 & 2000.zip
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4.2. TLS Setup

Note: The following steps describe the gateway configuration for TLS setup. Before performing these
procedures, ensure that you have completed all the steps in Section 4. However, steps 1 and 3 in this
section are performed instead of steps 2 and 1 respectively in Section 4.

Step 1: PBX to IP Routing Setup
(This step replaces Step 2 of Section 4.)
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Note: The Proxy IP Address and Name must be one that corresponds to the network environment in
which the Microsoft Unified Messaging server is installed (For example, 10.15.3.207 for IP Address and
exchaneg2007.server2003.com for the FQDN of the Microsoft Unified Messaging host).
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Step 2: SIP Environment and Gateway Name Setup

23 AudioCodes - Microsoft Internet Explorer,

File Edit ‘“ew Favorites Tools  Help #
e Back - -J @ @ Ch p Search \‘;n\? Favorites @ B - I)‘F [#] - |_J ﬁ .‘ﬁ
Address [@) htpif710,15.4.13¢ B ?

£ 3 AudioCodes TrunkPack 1610

Protocol
Definition
Y Prefer Routing Table Mo
Use Routing Table for Host Mames and Profiles Disable ¥
Quick Setup Ahways Use Proxy Disable v
Protocol Management Send All lrwite to Proxy Mo ¥
Advanced Configuration Enable Proxy Hot-Swap Disable v
Status & Diagnostics Ea——— = =
Software Update nahle Registration isable v
Maintenance Gateway Name gwl.m2k.audiocodes.com h
Gateway Registration Namea
4 Log Off
DNS Query Type A-Record
Proxy DNS Query Type A-Record
Use Gateway Name for OPTIONS Mo
Mumber of RTX Before Hot-Swap 5
User Mame
Password SEEEEEEREERNE
Cnonce Default_Cnonce
ETT v
&) web Server  Internet

Note: Assign an FQDN name to the gateway (for example, gwl.m2k.audiocodes.com). Any gateway
name that corresponds to your network environment is applicable; the only limitation is not to include
underscores in the name (Windows Certification server limitation).
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Step 3: SIP Environment Setup (Cont.)
(This step replaces Step 1 of Section 4.)
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Step 4: DNS Servers Setup
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Note: Define the primary and secondary DNS servers' IP addresses so that they correspond to your
network environment (for example, 10.1.1.11 and 10.1.1.10). If no DNS server is available in the
network, then skip this step.
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Step 5: Internal DNS Setup
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Note: If no DNS server is available in the network, define the internal DNS table where the domain
name is the FQDN of the Microsoft Unified Messaging server and the First IP Address corresponds to
its IP address (for example, exchange2007.com and 10.15.3.207).
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Step 6: NTP Server Setup

2 AudioCodes - Microsoft Internet Explorer

Ele Edit Y¥ew Favorites Tools  Help /]
e Back - J |ﬂ @ ._;j /__\‘ Search ‘f;:( Favarites &3 [_':v :\,' Iy_fl ¥ _J ﬁ ';’3
Address [€] httpiff10.15.4.13 B i

£ 3 AudioCodes

TrunkPack 1610

Media Trunk SST TDM Configuration ~ Regional ~ Security  Management
Settings  Seftings Configuration Bus Settings File Settings Settings Settings
)
b a a a
] Application Settings
Quick Setup NTP Settings
Protocol Management NTP Server IP Address [10.15.6.50 | | —
Advanced -Configl.lrallun NTE UTC Offset Hours EI Minutes EI
Status & Diagnostics
Software Update TP Update Interval Hours Minutes EI
| Embedded Telnet Server Disable v
& Loy I Telnst Sewer TCP Port [23 |
I Telnet Serwer Idle Timeout |D |
STUN Settings
Enable STUN Disable v
STUN Server Primary IP [o.0.00 |
STUM Server Secondary IP [oooo |
NFS Settings
NS Tatl B
w

&) web Server  Internet

Note: Define the NTP server’s IP address so that it corresponds to your network environment (for
example, 10.15.3.50). If no NTP server is available in the network, then skip this step (as the gateway
uses it's internal clock).
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Step 7: Generate Certificate Setup

Use the screen below to generate CSR. Copy the certificate signing request and send it to your
Certification Authority for signing.
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Copy the certificate signing request and send it to your Certification Authority for signing.
————— BEGIN CERTIFICATE REQUEST---—--
MITBEYDCEvgIBAD AWMESwHOYDVOODEx EndeEubTIrLnF 126G 1w Ya9kZEMuY2 9t HIGE
MAOGCSgGS Ih3DOEBAQUALGGNADCEIQKEgQCZ AEde iLwVEERi+bh I63SEpEWIndnuh
cotT1LhiMPuht joagL¥eNeFHEfTEi92 wEEDgehObx AZvAOPDjgTObbmr ROMugsSpt
hoghdThajgglINFppocmlSlpW?FDedr ZyMEemSpCa4Pg¥TAWZ OF 4MyxhESh2 cpuLkZ2E
UEHSECaoMFISCOIDAQARoAAWDOYIED E ThveNAQEEBQADgYE AKwwORE EgqUEqCRITE:
WYEBLVp+70zkzCHOke3FURGLEugs2 IWSEZ h+MyO/ nxBEocWW3 555 T/ 2ksh0dehTi3ED
rCa+ar00M1y0mUDe Thl TqobhakENSSPELMDE 1 kG1OcFRETF 59 TggsEDCg9nHYPrEP
1MOwlQrTwpn7 1 1Fhuedt / h2 xTo=
————— END CERTIFICATE REQUEST--—--—-
Memmm tlhm bdbmn " mvmd i mmlF mlmmm A" bm mvmmdbm m mmlE mlmnmd mmdifimmdm imdmm bl st s s sl A lma e \:
&] web Server 8 Internet
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Step 8: Uploading Certificates Setup
The screen below is used to upload the sign certificates.
In the “Server Certificate” area, upload the gateway certificate signed by the CA.

In the “Trusted Root Certificate Store” area, upload the CA certificate.
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Send "Server Certificate” file from your computer to the device
Quick Setup
Protocol Management
Advanced Configuration _ | |[ Browse... ]
Status & Diagnostics
Software Update Zend "Trusted Root Certificate Stare” file fram your computer to the device
Maintenance
[ Browse.. |
Log OF Sendfls |
Send "Private Key" file frorm your computer to the device
| Bendflle | | | Browse.. ]
Mote: Replacing the private key is not recommended but if it's done, it should be over a physically-secure network link.
v

@ Web Server 8 Internet
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5. PBX Setup Notes

Information used for this test case:

Digital VoiceMail ports: E1 QSIG trunk.
VoiceMail Hunt Group Pilot: 4000

VoiceMail User Phone: ext. 1001 and ext. 1002
Coverage Path for ext. 1001 and 1002 is 8
User Test Phone Avaya 8410D
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Step 1: Display System Parameters and Customer Options

Use the Display System Parameters Customer Option command to ensure all required software
features are enabled on the PBX. Below is an example of the forms required for QSIG integration.

File Edit Setup  Cantral  Window  Help

customer—options

stem—parameters
OPTIONAL FEATURES
Emergency Access to Attendant? vy IP Stations? u
Enable ‘dadmin’ Login? y
Enhanced Conferencing? vy ISDN Feature Plus? u
Enhanced EC5887 y ISDHN Metwork Call Redirection? n
ISDN-BRI Trunks? wu
ISDN-PRI? v
Local Survivable Processopr? n
Extended Cug-Fud Admin? y Malicious Call Trace? y
External Device Alarm Admin? v Media Encryption Ouver IPYT n
Five Port Hetworks Max Per MCC? n Mode Code for Centralized Voice Mail? v
Flexihle Billing? n
Forced Entry of Account Codes? y Multifrequency Signaling? y
Glohal Call Classification? uv Multimedia Appl. Server Interface C(MASI>? n
Hospitality <Basic>? yu Multimedia Call Handling {Basic>? y
Hospitality <G3U3 Enhancements>? uy Multimedia Call Handling <Enhanced»? y
IP Trunks? o
IP Attendant Consoles? y

CHNOTE: You must luiuff & luiin to effect the iermissiun chanies.) |

Note: The 'ISDN-PRI' field must be set to ‘y’.
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File Edit Setup Control  Window  Help

OPTIONAL FEATURES

Station and Trunk MS5P? n

Multiple Level Precedence & Preemption? n Station as Uirtual Extension? y
Multiple Locations? u

Sustem Management Data Transfer? n

Personal Station Access (PSA>? vy Tenant Partitioning? v

Posted Messzages? y Terminal Trans. Init. {TITI>? y

Time of Day Houting? v

Port Hetwork Support? yu Uniform Dialing Plan? yu

Usage Allocation Enhancements? y

Processzsor and System MSP? n TH2581 UAL Maximum Capacity? u
Private Metworking? u

Wideband Switching? n

Wireless7? n

Remote Office? n
Restrict Call Forward Off Net? vy
Secondary Data Module? yu

CNOTE: You must luiuff [ luiin to effect the iermissiun chanies.) |

Note:

e The 'Uniform Dialing Plan' field must be set to ‘y'.

e The 'Private Networking' field must be set to ‘y’.
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File Edit Setup Control  Window  Help

Q551G OPTIONAL FEATURES

Bazic Call Setup?

Bazic Supplementary Services?
Centralized Attendant?

Interworking with DCEY

Supplementary Services with Rerouting?
Tranzsfer into QSIG Uoice Mail?
Ualue—Added <UALU>?

L =R ]

CNOTE: You must luiuff [ luiin to effect the iermissiun chanies.) |

Notes:
e The
e The
e The
e The

'Basic Call Setup' field must be set to ‘y’.
'Supplementary Services' field must be set to ‘y’.
'Supplementary Services with Rerouting' field must be set to ‘y’.

"Transfer into QSIG Voice Mail' field must be set to ‘y’.
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Step 2: Change System Parameter Features

Use the Change System-Parameters Features command to define the QSIG TSC Extension, QSIG
Path Replacement Extension (please use any unused Extensions number) and MWI Number of Digits

per Voice Mail Subscriber. This parameter must match the number

mailbox/extension length.

Wl Tera Term - COM1 ¥T

~L
File Edit Setup  Control  Window  Help

izplay system—parameters features

I3DN PARAMETERS

Sfend Hon—-ISDH Trunk Group Hame as Connected Hame?
Display Connected MNamesNumher for ISDN DCS Calls?
Send ISDH Trunk Group Mame on Tandem Calls?

Send Costom Messages Through QSIGY

Q8IG TSC Extension:

MWI — Humber of Digits Per Uoice Mail Subscriber:
Feature Plus Ext:

Hational CPH Prefix:

International CPN Prefix:

Pass Prefixed CPH to ASAIY

Unknown Mumbhers Conszidered Internal for AUDIKE?
USHI Calling Hame for OQutgoing Calls?

Path Replacement with Measzurements?

Q5IG Path Replacement Extension:

Path Replace While in QueuesUectoring?

FEATURE-RELATED SYSTEM PARAMETERS

of digits

Page

used for
_ ol ]
8 of 17 N

—j
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Step 3: Change feature access codes.

Change feature and assign your private network access codes, in this example we assigned *17.

=10 %]

File Edit Setup  Cantral  Window  Help

isplay feature—access—codes Page 1 of Yl -
FEATURE ACCESS CODE (FAC>»
Abbreviated Dialing Listl Access Code: =11
Abbreviated Dialing List2 Access Code: =12
Abbreviated Dialing List3 Access Code: *13
Abbreviated Dial — Prgm Group List Access Code: #H12
Announcement Access Code: =27
Answer Back Access Code: H25

Auto Alternate Routing CAAR» Access Code:- =17

Auto Route Selection <ARS> — Access Code 1: ¢ Access Code 2:
Automatic Callback Activation: = Deactivation: H#H41
Call Forwarding Activation BusysDA: #82 All: =14 Deactivation: #1i4

Call Park Access Code: =25
Call Pickup Access Code: =77
CAS Remote HoldsAnswer Hold-Unhold Access Code: =22
CDR Account Code Access Code: =24

Change COR Access Code:
Change Coverage Access Code:

—j
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Step 4: E1 Setting using E1/T1 Card

Define E1 using the E1/T1 card that is connected to the Mediant 2000, using the Add DS1 command.
In the example below, the E1 is configured in slot no. 7 (location: 01A07).

Configure the E1/T1 card as follows:

=10 %]

File Edit Setup  Cantral  Window  Help
isplay ds1 BiaB?

D31 CIRCUIT PACK

Location: A1A87 Mame: Qsig
Bit Rate: 2_048 Line Coding: hdbh3

Signaling Mode: isdn—pri
Connect: phx Interface: peer—master

TH-C? Long Timers? n Peer Protocol: Q-5IG
Interworking Message: PROGress Side: a
Interface Companding: alaw CRC? u

Idle Code: 11111111 Channel Mumbering: timeslot

DCP-Analog Bearer Capability: 3.1kH=
T383 Timerizec)>: 4

81lip Detection? n Mear—end CSU Tuype: other

Eummand: _vl
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Step 5: Add Signaling Group

Use the Add Signaling Group command to configure a Signaling Group that will be assigned to the
DS1 channels. To attach the signaling group to the appropriate DS1, the 'Primary D-Channel' field
value must be the DS1 Location (i.e., slot no.) and the D-Channel time slot (e.g., 01A0716). The
Signaling Group should be configured as follows:

=10 %]

File Edit Setup  Cantral  Window  Help

SIGNALING GROUP j‘

Group Mumbher: 3 Group Tupe: iszdn—pri
Associated Signaling? vy Max number of HCA TSC: 18
Primary D-Channel: H1AB716 Max number of CA TS5C: 18
Trunk Group for HCA TSGC: 3
Trunk Group for Channel Selection: 3
Supplementary Service Protocol: b

Eummand: _vl

Note: The Max number of NCA TSC (Non Carrier Associated Temporary Signaling Channels) must be 1
or higher. This allows a path (1 or more) for MWI to operate.

The MWI trunk group for NCA TSC must also be defined.
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Step 6: Add Trunk Group

Use the Add Trunk Group command to create a trunk group and assign the newly created DS1
channels to it (except channel 16). The trunk group must be configured as follows:

=10 %]

File Edit Setup  Cantral  Window  Help
isplay trunk—group 3

Page 1 of 11 N
TRUNE GROUP

Group Mumber: 3

Group Type: isdn CDR Reports: u
Group Hame: Qsig COR: 1 TH:= 1 TAC: =3
Direction: two—way Outgoing Diszplay? n Carrier Medium: PRI.-BRI
Dial Access? y Busy Threshold: 29 NHight Service:
Queue Length: A
Service Type: tie Auth Code? n TestCall ITC: rest

Far End Test Line Ho:
TestCall BCGC: 4

—j

=10 %]

File Edit Setup  Cantral  Window  Help

isplay trunk—group 3
Group Tupe: fHsdn

Page 2 of 11 PN

TRUNK PARAMETERS

Codezet to Send Display: & Codezet to Send Hational IEs: &
Max Message Size to Send: 260 Charge Advice: none

Supplementary Service Protocol: b Digit Handling <in-out>: enblocsenhloc

Trunk Hunt: cyclical Q5IG Ualue—-Added? n
Digital Loss Group: 13
Incoming Calling Humber - Delete: Insert: Format: unk—-unk
Bit Rate: 1288 Synchronization: async Duplex:= full
Disconnect Supervision — In? y QOut? gy

Answer Supervision Timeout: A

—j
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=101 x|

File Edit Setup Control Window Help

dizplay trunk—group 3 Page 3 of 11 N
RUNKE FEATURES
ACA Aszignment? n Measured: none Wideband Support? n
Internal Alert? n Maintenance Tests? y
Data Restriction? n NCA-TSC Trunk Member: 29
Send Hame: y Send Calling Humber: y
Used for DCSYT n Hop Dgt? n Send EMU Uiszitor GCPN? n
Suppress # Outpulsing? n Format: unk—put
Outgoing Channel ID Encoding: excluzive Ul IE Treatment: service—provider

Replace Restricted Numbers? n
Replace Unavailable Humbers? n
Send Connected Mumher: y
Hold-Unhold Hotifications? y
Send UUI IE? u Modify Tandem Calling Mumbher? n
Send UCID?Y n
Send Codeset 6.7 LAI IE? vy Dzl Echo Cancellation? n

Metwork (Japan» Meeds Connect Before Disconnect? n

Hiili Local Rinihack? n |

Note: NCA-TSC Trunk Member should have the highest timeslot from the upper E1 span in the trunk
group. For example, if there is one E1 span in the MAS then it should be 29, and if there are 2 spans
then its should be 59.

=10 %]

File Edit Setup  Cantral  Window  Help

isplay trunk—group 3 Page 4 of 11
Q531G TRUNMK GROUP OFTIONS

Diversion by Reroute? y

Path Replacement? y

[Path Replacement with Retention? n
Path Replacement Method: always

SBE? n

Display Forwarding Party Hame? vy

Character Set for Q5IG Hame: eurofont

—j
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=101 %]

File Edit Setup Control  Window  Help

isplay trunk—group 3 Page L of 11 PN
TRUNK GROUP
Administered Members (minsmax}: 138
GROUF MEMBER ASSIGHMENTS Total Administered Members: 38
Port Code 5fx Mame Might Sig Grp
1: A1AA7YA1 TH464 F 3
2: A1lAA7AZ TH464 F 3
3: AlAA7"A3 TH464 F 3
4: @1lAaA784 TH464 F 3
L: A1lAA7MA5 TH464 F 3
6: AlAAYAG TH464 F 3
7: AlAA7MA? TH464 F 3
§: A1AAYAE TH464 F 3
9: A1LAAYA? TH464 F 3
18: A1AA71A TH464 F 3
11: A1AA71 TH464 F 3
12: A1AA71Z TH464 F 3
13: A1AA7"13 TH464 F 3
14: @1AA714 TH464 F 3
15: A1AA715 TH464 F 3

—j

=10l

File Edit Setup  Cantral  Window  Help

isplay trunk—group 3 Page 6 of 11 PN

TRUNE GROUP
Administered Members (minsmax): 138
GROUF MEMBER ASSIGHMENTS Total Administered Members: 38
Port Code 5fx Mame Might Sig Grp

16: @81A8717 TH464 F K]

17: B1AA71E TH464 F 3

18: B81a871? TH464 F K]

19: B1AA7Z28 TH464 F 3

28: B81a8721 TH464 F K]

21: B1AA7?2Z TH464 F 3

22: B1a@723 TH464 F K]

23: B1AA7Z24 TH464 F 3

24: B1a@725 TH464 F K]

25: B1AA7?26 TH464 F 3

26: B1A@727 TH464 F K]

27: B1AA7ZE TH464 F 3

28: B1a@72? TH464 F K]

29: B1AA7?38 TH464 F 3

3@: B81a8731 TH464 F K]

—j
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Step 7: Change isdn private numbering.

Change the ISDN numbering - private network form to configure and ensure the PBX for proper

Network Level to be used.

File Edit Setup  Cantral  Window  Help

isplay isdn private-numberin

ISDN NUMBERING - PRIUVATE FORMAT

Metwork Level: A PBY Identifier:

Level 2 Code: Deleted Digits: A
Level 1 Code:

MOTE: If after deletion and insertion the number of

digits exceeds 15, no numbher will he sent.
Eummand: T|

=10 %]
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Step 8: Create a Route Pattern

Use the Change Route-Pattern command to create a Route Pattern for the trunk group that was
previously created for the DS1 channels. The Route Pattern must be configured as follows:

W Tera Term - COM1 VT =101 %]

File Edit Setup  Control  Window  Help

Pattern Mumher: 3 Pattern Mame: QSIG
Grp FRL HPA Pfx Hop Toll Ho. Inserted DCSs IHC
Mo Mrk Lmt List Del Digits QsIG
Dgts Intw

1: 3 A 1] usepr
2: n usepr
3: n usepr
4: n usepr
L n usepr
6: n usepr

BCC UALUE T&C CA-TSC ITC BCIE ServicesFeature PARH Ho. Humbering LAR

A12344U Request Dgts Format

Subaddress
1: yy g yyuyn y as—needed rest unk—unk none
2: yyywvyuyn n rest none
3: yyyuwvuyun n rest none
4: y yy yyn n rest none
g: yyuyyyn n rest none
g n _n

rest none
Eummand: I _v|
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Step 9: Create AAR Digit Analysis

Within the AAR Digit Analysis Table, create a dialed string to map calls to the newly created Route
Pattern. For example, dial string 4000 with length 4 to match route pattern 3.

5 Tera Term - COM1 ¥T o =]
File Edit Setup  Control  Window  Help
izplay aar analysisz 4 Page 1 of 2 N
AAR DIGIT AHALYSIS TABLE
Percent Full: 1
Dialed Total Route Call Mode ANI
String Min HMax Pattern T uype Hum Regd
4088 4 3 aapr
L 7 7 254 aar
[ 7 7 254 aapr
7 7 7 254 aar
8 7 7 254 aapr
s 7 7 254 aar
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Step 10: Create Hunt Group.

Configure a Hunt Group to be used as the Call Coverage Point for the Call Coverage Path assigned to
the UM subscribers. This hunt group’s extension number is going to be used as the UM Pilot Number.

Wl Tera Term - COM1 ¥T

~L
File Edit Setup  Control  Window  Help
izplay hunt—group 8

HUNT GROUP
Group Humber: 8 ACD?
Group Mame: Q3IG Queue
Group Extension: 4000 Uector?
Group Tyupe: ucd—-mia Coverage Path:
TH:= 1 Hight Service Destination:
COR: 1 MM Early Answer?
Security Code: Local Agent Preference?

ISDN Caller Dizplay:

=101 %]

Page 1 of 18 PN

—j
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=101

File Edit Setup Control Window Help

isplay hunt—group 8§ Page 2 of 18 N
HUNT GROUP

LWC Reception: none

Message Center: gsig—muwi
Send Reroute Request: n
Uoice Mail Number: 46000
[Routing Digits <e.g. AAR-ARE Access Code>»: =17 Provide Ringback? n

—j

Note:

e Enter the dialed string created previously in the AAR Digit Analysis Table in the “Voice Mail
Number” field.

e In the “Routing Digit (e.g. AAR/ARS Access Code)” field of this form, enter your PBX's AAR
Access Code as defined on the Feature Access Codes form (step 3 of this section).
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Step 11: Add Station with Coverage Path

Add a station using the Add Station command, and then configure the station using the below
settings (in this example, it's a digital station, but it can also be an analog station). Define the
Coverage Path for this station, for example, as 8.

5 Tera Term - COM1 ¥T o =]
File Edit Setup  Control  Window  Help
izplay station 16861 Page 1 of 4 N
STATION
[Extenzion: 1881 Lock Meszages? n BCC: @
Type: 8418D Security Code: TH: 1
Port: @iA8801 Coverage Path 1: 8 COR: 1
Mame: DIGITAL-A1 Coverage Path 2: cos: 1
Hunt—to Station:
STATION OPTIONE
Loss Group: 2 Personalized Ringing Pattern: 1
Data Module? n Meszsage Lamp Ext: 1881
Speakerphone: Z—way Mute Button Enahled? v

Dizplay Language: english

Media Complex Ext:
IP SoftPhone? n

—j
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Step 12: Define the Coverage Path Properties

Add a coverage path using the Add Coverage Path command. Configure the coverage path
properties using the below settings.

Note: Ensure that you define the coverage destination point.

=10 %]

File Edit Setup  Cantral  Window  Help
isplay coverage path 8

COUERAGE PATH

Coverage Path Mumhbher: 8
Hunt after Coverage? n

Mext Path Numbher: Linkage
COUERAGE CRITERIA
StationsGroup Status Inside Call Outside Call
Active? n n
Busy? 1] 1]
Don’t Answer? 1) 1) Mumber of Rings: 2
AllY n n
DHND-SAC/Goto Cover? y y
Holiday Coverage? n n

COUERAGE POINTS
Terminate to Coverage Pts. with Bridged Appearances? n

Pointli: h8 Rng: Point2: Pointd:

Point4: Pointh: Pointh:
Eummand: _vl

The coverage path example configured in the figure above, means that when the station does not
answer the call or the call is busy, the call is forwarded to hunt group 8 (Pointl: h8).
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5.1. TLS Setup
e N/A.

5.2. Fail-Over Configuration
e N/A.

5.3. Tested Phones
Avaya 8410D Digital phone.

Analog Phone.

5.4. Other Comments

None.
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6. Exchange 2007 UM Validation Test Matrix

The following table contains a set of tests for assessing the functionality of the UM core feature set.
The results are recorded as either:

Pass (P)

Conditional Pass (CP)
Fail (F)

Not Tested (NT)

Not Applicable (NA)

Refer to:

Appendix for a more detailed description of how to perform each call scenario.

Section 6.1 for detailed descriptions of call scenario failures, if any.

No. | Call Scenarios (see appendix for more | (P/CP/F/NT) | Reason for Failure (see 6.1 for more
detailed instructions) detailed descriptions)
1 Dial the pilot number from a phone P
extension that is NOT enabled for Unified
Messaging and logon to a user’s mailbox.
Confirm hearing the prompt: “Welcome,
you are connected to Microsoft Exchange.
To access your mailbox, enter vyour
extension...”
2 Navigate mailbox using the Voice User P
Interface (VUI).
3 Navigate mailbox using the Telephony P
User Interface (TUI).
7
4 Dial user extension and leave a voicemail. /
4a Dial user extension and leave a voicemail P
from an internal extension.
Confirm the Active Directory name of the
calling party is displayed in the sender
field of the voicemail message.
4b Dial user extension and leave a voicemail P
from an external phone.
Confirm the correct phone number of the
calling party is displayed in the sender
field of the voicemail message.
5 Dial Auto Attendant (AA). P
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Dial the extension for the AA and confirm
the AA answers the call.

Call Transfer by Directory Search.

\

6a

Call Transfer by Directory Search and
have the called party answer.

Confirm the correct called party answers
the phone.

6b

Call Transfer by Directory Search when
the called party’s phone is busy.

Confirm the call is routed to the called
party’s voicemail.

6¢C

Call Transfer by Directory Search when
the called party does not answer.

Confirm the call is routed to the called
party’s voicemail.

6d

Setup an invalid extension number for a
particular user. Call Transfer by Directory
Search to this user.

Confirm the number is reported as invalid.

Outlook Web Access (OWA) Play-On-
Phone Feature.

N

Microsoft UM informs the following: “The call
can't be transferred. Return to main menu”.

_

7a

Listen to voicemail using OWA’s Play-On-
Phone feature to a user’s extension.

P

7b

Listen to voicemail using OWA’s Play-On-
Phone feature to an external number.

Configure a button on the phone of a UM-
enabled user to forward the user to the
pilot number. Press the voicemail button.

Confirm you are sent to the prompt:
“Welcome, you are connected to Microsoft
Exchange. <User>. Please enter your pin
and press the pound key.”

Send a test FAX message to user
extension.
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Confirm the FAX is received in the user’s
inbox.

7

10 Setup TLS between gateway/IP-PBX and
Exchange UM.
Windows Certificate Authority (CA).

10a | Dial the pilot number and logon to a P
user’s mailbox.
Confirm UM answers the call and confirm
UM responds to DTMF input.

10b | Dial a wuser extension and leave a P
voicemail.
Confirm the user receives the voicemail.

10c | Send a test FAX message to user P
extension.
Confirm the FAX is received in the user’s
inbox.

11 Setup G.723.1 on the gateway. (If P
already using G.723.1, setup G.711 A Law
or G.711 Mu Law for this step).
Dial the pilot number and confirm the UM
system answers the call.

12 Setup Message Waiting Indicator (MWI). P
Geomant offers a third party solution:
MWI 2007. Installation files and product
documentation can be found on
Geomant’s MWI 2007 website.

13 Execute Test-UMConnectivity. NT

14 Setup and test fail-over configuration on NA

the IP-PBX to work with two UM servers.
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http://www.mwi2007.com/

6.1. Detailed Description of Limitations

Failure Point

None

Phone type (if phone-specific)

Call scenarios(s) associated with failure point

List of UM features affected by failure point

Additional Comments
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7. Troubleshooting
The tools used for debugging include network sniffer applications (such as Ethereal) and AudioCodes'
Syslog protocol.

The Syslog client, embedded in the AudioCodes gateways (MP-11x, Mediant 1000, and Mediant 2000),
sends error reports/events generated by the gateway application to a Syslog server, using IP/UDP
protocol.

To activate the Syslog client on the AudioCodes gateways:
1. Set the parameter Enable Syslog to 'Enable’.

2. Use the parameter Syslog Server IP Address to define the IP address of the Syslog server you
use.

23 AudioCodes - Microsoft Internet Explorer,

File Edit \Wiew Favorites Tools  Help F

N
e Back - \_) Iﬂ @ _h /_\J Search ‘:T;‘\'( Favorites e} <] ~ L____\; lv_fl - _J ﬁ ‘3
aAddress |&j htbp:/f10.15,4,13] v| ao  Google |G- w0 ? () settings~
Y_’ - év Search weh v &7 E' @' @ = mail - @My ‘fahoo! - [Bnnswers hd éGames + b Music - f.i‘.My webv @ Personals - ¥
Fa . TrunkPack 1610
£ & AudioCodes MG Module 1

Hetwork  Media Trunk S87 TDM Configuration Regional  Security
Settings  Settings  Settings Configuration Bus Settings File Settings Settings

, -
1 Management Settings
Quick Setup Syslog Settings
Protocol Management Syslag Server IP Address [10.15.25 | u— Step 2
::i\;anc:([irConfigtl-lratlon Syslag Semver Port |514 |
atus & Diagnostics
Software Update Enable Syslog Enable v h Step 1
Maintenance | SNMP Settings |
SMMP Managers Table _
+
Log Off SKMP Community String _
SNMP 3 Table N
Enable SNMP | Enable |

Trap Manager Host Name | |

Activity Types to Report via "Activity Log’ Messages

Parameters Yalue Change

Auzxiliary Files Loading
Device Reset
Flash Mernory Burning

o o

» Device Software Update

&) Web Server B Internet

Note: The Syslog Server IP address must be one that corresponds to your network environment in
which the Syslog server is installed (for example, 10.15.2.5).
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3. To determine the Syslog logging level, use the parameter Debug Level and set this parameter to
‘5.

4. Change the CDR Report Level to 'End Call' to enable additional call information.

) AudioCodes - Microsoft Internet Explorer

File Edit \Wew Favorites Tools  Help ,'
Q- © N B G P Jorom= @ 35 w1 - JE B

fddress |&j hkbp:/f172,20.22,201] v| G  Google . » () Settings=
Y_f - & SearchWeb - & B @ @ =mal v @Myvahoo! ~ EJ Answers + gyGames v fhmusic ~ C@Amywebr @ Personds -

?3 AudioCodes TrunkPack 1610

Protocol Manipulation Routing Profile Trunk Trunk Digital VXML & RADIUS
Definition Tables Tables Definitions Group Group Gateway Parameters
Settings Parameters
e’
~
1 General Parameters
Quick Setup IP Security Disable v
Protocol Management Filter Calls ta [P Don't Filter
LtiramEzd Lol el I Enable Digit Delivery to Tel Disable
Status & Diagnostics T e— = T
Software Update nable Digit Delivery to ?sa 2
Maintenance RTF Only Mode Disable
Disconnect an Broken Connectian fes v
Log Off Broken Connection Timeout [100 msec] |1DD |
Disconnect Call on Silence Detection |NEI V|
Silence Detection Period [sec] |1QD | y
Silence Detection Method Packets Count v
CDR and Debug
CDR Server I Address | |
CDR Report Level End Call v| <= Step 4
Debug Level 5 v « step 3
Progress Indicator to [P Mot Configured v
b v

el m A | SN Al

o Inkernet

@ Done

AudioCodes has also developed advanced diagnostic tools that may be used for high-level
troubleshooting. These tools include the following:

e PSTN Trace: PSTN Trace is a procedure used to monitor and trace the PSTN elements (E1/T1) in
AudioCodes digital gateways (Mediant 1000 & Mediant 2000). These utilities are designed to
convert PSTN trace binary files to textual form.

e DSP Recording: DSP recording is a procedure used to monitor the DSP operation (e.g., rtp packets
and events).
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Appendix

1. Dial Pilot Number and Mailbox Login

Dial the pilot number of the UM server from an extension that is NOT enabled for UM.

Confirm hearing the greeting prompt: "Welcome, you are connected to Microsoft Exchange. To
access your mailbox, enter your extension...”

Enter the extension, followed by the mailbox PIN of an UM-enabled user.

Confirm successful logon to the user’s mailbox.

2. Navigate Mailbox using Voice User Interface (VUI)

Logon to a user’s UM mailbox.

If the user preference has been set to DTMF tones, activate the Voice User Interface (VUI)
under personal options.

Navigate through the mailbox and try out various voice commands to confirm that the VUI is
working properly.

This test confirms that the RTP is flowing in both directions and speech recognition is working
properly.

3. Navigate Mailbox using Telephony User Interface (TUI)

Logon to a user’s UM mailbox.

If the user preference has been set to voice, press “#0” to activate the Telephony User
Interface (TUI).

Navigate through the mailbox and try out the various key commands to confirm that the TUI is
working properly.

This test confirms that both the voice RTP and DTMF RTP (RFC 2833) are flowing in both
directions.

4. Dial User Extension and Leave Voicemail

Note: If you are having difficulty reaching the user’s UM voicemail, verify that the coverage
path for the UM-enabled user’s phone is set to the pilot number of the UM server.

a. From an Internal Extension

a. From an internal extension, dial the extension for a UM-enabled user and leave a
voicemail message.

b. Confirm the voicemail message arrives in the called user’s inbox.

c. Confirm this message displays a valid Active Directory name as the sender of this
voicemail.
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b. From an External Phone

a.

From an external phone, dial the extension for a UM-enabled user and leave a
voicemail message.

Confirm the voicemail message arrives in the called user’s inbox.

Confirm this message displays the phone number as the sender of this voicemail.

5. Dial Auto Attendant(AA)

e Create an Auto Attendant using the Exchange Management Console:

a.

o

a o

e.

f.

Under the Exchange Management Console, expand “Organizational Configuration” and
then click on “Unified Messaging”.

Go to the Auto Attendant tab under the results pane.

Click on the “"New Auto Attendant...” under the action pane to invoke the AA wizard.
Associate the AA with the appropriate dial plan and assign an extension for the AA.
Create PBX dialing rules to always forward calls for the AA extension to the UM server.

Confirm the AA extension is displayed in the diversion information of the SIP Invite.

e Dial the extension of Auto Attendant.

e Confirm the AA answers the call.

6. Call Transfer by Directory Search

e Method one: Pilot Number Access

Dial the pilot number for the UM server from a phone that is NOT enabled for UM.
To search for a user by name:
Press # to be transferred to name Directory Search.

e Call Transfer by Directory Search by entering the name of a user in the same
Dial Plan using the telephone keypad, last name first.

To search for a user by email alias:
e Press “#" to be transferred to name Directory Search
e Press “# #" to be transferred to email alias Directory Search

e Call Transfer by Directory Search by entering the email alias of a user in the
same Dial Plan using the telephone keypad, last name first.

e Method two: Auto Attendant

Follow the instructions in appendix section 5 to setup the AA.

Call Transfer by Directory Search by speaking the name of a user in the same Dial
Plan. If the AA is not speech enabled, type in the name using the telephone keypad.
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Note: Even though some keys are associated with three or four numbers, for each letter, each
key only needs to be pressed once regardless of the letter you want. Ignore spaces and
symbols when spelling the name or email alias.

Called Party Answers

Call Transfer by Directory Search to a user in the same dial plan and have the called party
answer.

Confirm the call is transferred successfully.

Called Party is Busy
Call Transfer by Directory Search to a user in the same dial plan when the called party is busy.

Confirm the calling user is routed to the correct voicemail.

Called Party does not Answer

Call Transfer by Directory Search to a user in the same dial plan and have the called party not
answer the call.

Confirm the calling user is routed to the correct voicemail.

. The Extension is Invalid

Assign an invalid extension to a user in the same dial plan. An invalid extension has the same
number of digits as the user’s dial plan and has not been mapped on the PBX to any user or
device.

a. UM Enable a user by invoking the “Enable-UMMailbox” wizard.
b. Assign an unused extension to the user.

c. Do not map the extension on the PBX to any user or device.
d. Call Transfer by Directory Search to this user.

e. Confirm the call fails and the caller is prompted with appropriate messages.

Play-On-Phone

To access play-on-phone:
a. Logon to Outlook Web Access (OWA) by going to URL https://<server name>/owa.
b. After receiving a voicemail in the OWA inbox, open this voicemail message.
c. At the top of this message, look for the Play-On-Phone field ( Play on Phone...).

d. Click this field to access the Play-On-Phone feature.

To an Internal Extension
Dial the extension for a UM-enabled user and leave a voicemail message.

Logon to this called user’s mailbox in OWA.
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Once it is received in the user’s inbox, use OWA’s Play-On-Phone to dial an internal extension.

Confirm the voicemail is delivered to the correct internal extension.

To an External Phone number

Dial the extension for a UM-enabled user and leave a voicemail message.

Logon to the UM-enabled user’s mailbox in OWA.

Confirm the voicemail is received in the user’s mailbox.

Use OWA'’s Play-On-Phone to dial an external phone number.

Confirm the voicemail is delivered to the correct external phone number.

Troubleshooting:

a.

oS

® a o

o ua o

Make sure the appropriate UMMailboxPolicy dialing rule is configured to make this call.
As an example, open an Exchange Management Shell and type in the following
commands:

$dp = get-umdialplan -id <dial plan ID>
$dp.ConfiguredInCountryOrRegionGroups.Clear()
$dp.ConfiguredInCountryOrRegionGroups.Add("anywhere, *, *,"
$dp.AllowedInCountryOrRegionGroups.Clear()
$dp.AllowedInCountryOrRegionGroups.Add(“anywhere")
$dp|set-umdialplan

$mp = get-ummailboxpolicy -id <mailbox policy ID>
$mp.AllowedInCountryGroups.Clear()
$mp.AllowedInCountryGroups.Add("anywhere")
$mp|set-ummailboxpolicy

The user must be enabled for external dialing on the PBX.

. Depending on how the PBX is configured, you may need to prepend the trunk access

code (e.g. 9) to the external phone number.

8. Voicemail Button

Configure a button on the phone of a UM-enabled user to route the user to the pilot humber of
the UM server.

Press this voicemail button on the phone of an UM-enabled user.

Confirm you are sent to the prompt: “Welcome, you are connected to Microsoft Exchange.
<User Name>. Please enter your pin and press the pound key.”

Note: If you are not hearing this prompt, verify that the button configured on the phone
passes the user’s extension as the redirect number. This means that the user extension should
appear in the diversion information of the SIP invite.
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9. FAX

Use the Management Console or the Management Shell to FAX-enable a user.
Management Console:
a. Double click on a user’s mailbox and go to Mailbox Features tab.
b. Click Unified Messaging and then click the properties button.
c. Check the box “Allow faxes to be received”.
Management Shell - execute the following command:
a. Set-UMMailbox -identity UMUser -FaxEnabled: $true
To test fax functionality:
a. Dial the extension for this fax-enabled UM user from a fax machine.
b. Confirm the fax message is received in the user’s inbox.

c. Note: You may notice that the UM server answers the call as though it is a voice call
(i.e. you will hear: “Please leave a message for...”). When the UM server detects the
fax CNG tones, it switches into fax receiving mode, and the voice prompts terminate.

d. Note: UM only support T.38 for sending fax.

10.TRANSPORT SECURITY LAYER (TLS)

Setup TLS on the gateway/IP-PBX and Exchange 2007 UM.

Import/Export all the appropriate certificates.

a. Dial Pilot Number and Mailbox Login

e Execute the steps in scenario 1 (above) with TLS turned on.

b. Dial User Extension and Leave a Voicemail

e Execute the steps in scenario 4 (above) with TLS turned on.

c. FAX

e Execute the steps in scenario 9 (above) with TLS turned on.
11.G.723.1

Configure the gateway to use the G.723.1 codec for sending audio to the UM server.

If already using G.723.1 for the previous set of tests, use this step to test G.711 A Law or
G.711 Mu Law instead.

Call the pilot number and verify the UM server answers the call.

Note: If the gateway is configured to use multiple codecs, the UM server, by default, will use
the G.723.1 codec if it is available.
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12.Message Waiting Indicator (MWI)

e Although Exchange 2007 UM does not natively support MWI, Geomant has created a 3rd party
solution - MWI2007. This product also supports SMS message notification.

e Installation files and product documentation can be found on Geomant’s MWI 2007 website.

13.Test-UMConnectivity

e Run the Test-UMConnectivity diagnostic cmdlet by executing the following command in
Exchange Management Shell:

e Test-UMConnectivity ~-UMIPGateway: <Gateway> -Phone:<Phone> |fl

e <Gateway> is the name (or IP address) of the gateway which is connected to UM, and
through which you want to check the connectivity to the UM server. Make sure the gateway is
configured to route calls to UM.

e <Phone> is a valid UM extension. First, try using the UM pilot humber for the hunt-group
linked to the gateway. Next, try using a CFNA number configured for the gateway. Please
ensure that a user or an AA is present on the UM server with that humber.

e The output shows the latency and reports if it was successful or there were any errors.

14.Test Fail-Over Configuration on IP-PBX with Two UM Servers

e This is only required for direct SIP integration with IP-PBX. If the IP-PBX supports fail-over
configuration (e.g., round-robin calls between two or more UM servers):

a. Provide the configuration steps in Section 5.
b. Configure the IP-PBX to work with two UM servers.
c. Simulate a failure in one UM server.

d. Confirm the IP-PBX transfers new calls to the other UM server successfully.
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