
The RX40 Audio Bar is an intelligent USB-powered 
external speaker with two satellite microphones. It is 
especially designed for medium to large rooms, with 
superior audio performance for capturing every detail 
of a meeting.

With its superb audio quality, scalability and 
plug-and-play installation, the RX40 Audio 
Bar links today’s office and remote workforces 
quickly and effectively. Mics

   Two full duplex   
satellite microphones 

Coverage
Medium to large rooms, 

up to 8.5 x 4.5 meters

Loudspeaker
Up to 100db 

Buttons
Mute button with backlight 

on each microphone
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Utilizes plug-and-play simplicity to provide a productive 
experience by converting your conference into an 
immersive event where all participants feel as if they are 
in the same room.

A powerful and comprehensive audio solution which is 
ideal for medium to large conference spaces.

Two satellite microphones with 6m cables cover a range 
of up to 10m for an unbeatable meeting room audio 
experience, while inbuilt DSP noise reduction prevents 
irritating echoes and background noises.

Part of the RXV100-B42 and RXV200-B40 bundles.

Stereo speakers and a subwoofer make calls and video 
conferences clear and powerful. 
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Specifications 

Speakers 
Loudness up to 100dB
Power output 20+20W with 4 speaker units
Built-in DSP for echo and noise cancellation
Speaker frequency range 250Hz to 20KHz

Built-In Buttons
Power
Mute 
Bluetooth 
Volume up/down

Microphones 2x satellite mic with 6m cable, range up to 10m+1
Microphone frequency range 300Hz to 8KHz 

Connectivity 
USB 2.0, USB-C connector
Bluetooth 5.0 (A2DP, SBC, MPEG-4, AAC) 
Analog output jacks (support daisy chain)

Dimensions (W x H x D) 800 x 56 x 90 mm

Weight < 3.6kg 

Mounting Standalone (tabletop), wall and TV mounting options

Certifications
Microsoft Teams Rooms
Zoom Rooms

About AudioCodes
AudioCodes, a leading provider of smart workplace communications services and software, tools and productivity solutions, enables 
organizations and service providers to design and operate all-IP voice networks, either in the cloud or on-premises.

http://www.audiocodes.com

