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Mounting rod

USB connection box with
adhesive fastener

10m extension USB 2.0 cable The AudioCodes RXVCAMIO-CC Content Camera, based on

- the RXVCamlO0 personal webcam, enables effortless whiteboard
sharing for all participants during Microsoft Teams meetings. It
provides 1080p full HD real-time video with a 3x digital zoom and

is also equipped with a privacy shutter.

for durability, and is easy to

ks to its adjustable whiteboard
Cost-effective and
durable solution
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Mounting Guide Per Whiteboard Dimensions

ePTZ high resolution

RXvCamlQ Sounaca Whiteboard size (feet) Rod length Rod Mounting Guide
— 4x4 ~/0em Attach to wall, 3 cm above the center
—
. 4%6 100 cm of the board.

Adjustable 70-120 cm rod Above 4 x 6 80-120 om Attach to the ceiling, centered in front

for wall or ceiling mounting of the top of the board.
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Easy to install and
adjust for optimal
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AUDIOCODES RXVCAMIO-CC CONTENT CAMERA

Specifications

High-quality CMOS sensor

2MP, 16:9

MJPEG, YUV2, H.264, H.265

USB2.0 (for power and firmware upgrade)

92°(D) / 85°(H) / 52°(V)

f=3.24mm

1920 x 1080

30 fps

0.5Lux (F1.8, AGC ON)

Brightness / Resolution / Saturation / Contrast / Gain | Low-Light-Compensation adjustable
>50 dB

5V

500 mA (max)

25 W (max)

Storage Temperature: -10°C ~ +60°C Operating Temperature: -10°C ~ +50°C
Storage Humidity: 20% ~ 95% Operating Humidity: 20% ~ 80%

1.8 m

102 x 46 x 30 mm

015 kg

FCC, CE, RCM, IC

700-1200 mm
Matte black
5Kg

057Kg
105 x 50 x 20 mm (L x W x H)

UsB 2.0

10m
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