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Notice 

Information contained in this document is believed to be accurate and reliable at the time of 
printing. However, due to ongoing product improvements and revisions, AudioCodes cannot 
guarantee accuracy of printed material after the Date Published nor can it accept responsibility for 
errors or omissions. Updates to this document can be downloaded from 
https://www.audiocodes.com/library/technical-documents. 

This document is subject to change without notice. 
Date Published: October-14-2026 

 

Security Vulnerabilities 

For optimum performance and safety, please read these instructions carefully before connecting, 
operating or adjusting this product. Please keep this manual for future reference. 

All security vulnerabilities should be reported to vulnerability@audiocodes.com. 

 

 

Surge protection device recommended. This product contains sensitive electrical 
components that may be damaged by electrical spikes, surges, electric shock, lighting 
strikes, etc. Use of surge protection systems is highly recommended in order to protect 
and extend the life of your equipment. 

Caution! The product requires the use of UTP connectors. Please connect in direct 
interconnection method and do not cross connect. 

Direct Connection Method 

 

 
 

WEEE EU Directive 

Pursuant to the WEEE EU Directive, electronic and electrical waste must not be disposed of with 
unsorted waste. Please contact your local recycling authority for disposal of this product. 

Customer Support 

Customer technical support and services are provided by AudioCodes or by an authorized 
AudioCodes Service Partner. For more information on how to buy technical support for 
AudioCodes products and for contact information, please visit our website here. 

https://www.audiocodes.com/library/technical-documents
mailto:vulnerability@audiocodes.com
https://www.audiocodes.com/services-support/maintenance-and-support
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Stay in the Loop with AudioCodes 

Abbreviations and Conventions 

Each abbreviation, unless widely used, is spelled out in full when first used. 

Document Revision Record 

LTRT Description 

Initial document release 11335

http://www.twitter.com/audiocodes
http://www.facebook.com/audiocodes
http://www.linkedin.com/companies/audiocodes
http://www.youtube.com/user/audioserge
http://blog.audiocodes.com/
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1 Introduction 
The USB 3.0 Extender can extend USB signal to a distance up to 100m/328ft via a single CAT6a cable. 
Transmitter features with one USB 3.0 Type B input, one FSYSNC GPIO input and one RS-232 pass-
through. Receiver features with four USB 3.0 Type A outputs, one FSYSNC GPIO output and one RS-
232 pass-through. Bi-directional 24V PoC is also supported. 

The product can be widely used for long distance signal transmission between a PC and USB devices. 

2 Features 
◼ Extension of USB 3.0 is up to 100m/328ft over CAT6a cable 

◼ USB 3.0 connectivity with data transfer rate up to 5Gbps 

◼ Backwards compatible with USB 2.0 and 1.1 

◼ Hardware acceleration for isochronous and bulk transfer 

◼ USB-A port 1 and 2 support 5V/1.5A, port 3 and 4 support 5V/1A on the Receiver 

◼ Support RS-232 pass-through and FSYNC GPIO pass-through (for industry camera use) 

◼ Support bi-directional 24V PoC 

◼ Simple plug and play, no driver and setting installation required 

3 Package Contents 
◼ USB 3.0 Extender (transmitter) 

◼ USB 3.0 Extender (receiver) 

◼ 24V/2A locking power supply 

◼ Two 4-pin 3.5mm Phoenix connectors (male) 

◼ Four mounting ears 

◼ Eight machine screws (KM3*4) 

◼ User manual 
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4 Specifications 

Technical 

USB Protocol USB 3.0 

Transmission Rate Up to 5Gbps 

Transmission Distance 100m/328ft over CAT6a (F/FTP) cable 

ESD Protection IEC 61000-4-2: ±8kV (Air-gap discharge), ±4kV (Contact discharge) 

Connections 

 

 

Transmitter 

◼ Input: USB HOST [USB-B, 9pin Female]  
◼ Output: HDBT OUT [RJ45, Female] 
◼ Control:  

• RS-232 [3pin-3.5mm Phoenix Connector]  

• FSYNC [1pin-3.5mm Phoenix Connector]  

• SERVICE [USB-C, Update Port] 

 

 

Receiver 

◼ Input:  HDBT IN [RJ45, Female] 
◼ Output: 4  USB devices [USB-A, 9pin Female]  
◼ Control:  

• RS-232 [3pin-3.5mm Phoenix Connector] 

• FSYNC [1pin-3.5mm Phoenix Connector]  

• SERVICE [USB-C, Update Port] 

Mechanical 

Housing Metal Enclosure 

Color Black 

Dimensions Transmitter / Receiver: 85mm [W] × 100mm [D] × 25.5mm [H] 

Weight ◼ Transmitter: 253g 
◼ Receiver: 260g 

Power Supply ◼  Input: AC 100~240V 50/60Hz  
◼ Output: DC 24V/2A 

Power Consumption PoC Power supply: 40W (Max) 

Operating Temperature 0°C ~ 40°C / 32°F ~ 104°F 

Storage Temperature -20°C ~ 60°C / -4°F ~ 140°F 

Operating Humidity 20%~80% relative humidity, non-condensing 

Storage Humidity 10%~90% relative humidity, non-condensing 
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5 Operation Controls and Functions 

5.1 Transmitter Panel 

 
 

 

# Name Function Description 

1 USB HOST Host port, supporting USB 3.2 Gen 1. Connects to a PC or host. 

2 USB LED USB signal indicator. 

On: USB 3.0 signal is detected. 

Blinking: USB 2.0 signal is detected. 

Off: There is no USB signal. 

3 HDBT OUT Connects to the HDBT IN port on Receiver with CAT cable. 

4 LINK LED Connection signal indicator. 

On: Transmitter and Receiver are connected and linked. 

Blinking: Transmitter and Receiver link is off due to USB low power mode. 

Off: Transmitter and Receiver are not connected. 

5 RS-232 3-pin phoenix connector, connected to a PC or control system for RS-232 
command pass-through. 

6 FSYNC FSYNC port, used for level pass-through to the Receiver, and synchronizing 
the external devices. The default level is 5V. 

7 SERVICE Firmware update port. 

8 POWER LED The LED will be on when the Transmitter is powered on. 

9 DC 24V DC 24V/2A power input port. 
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5.2 Receiver Panel 

 
 
 

# Name Function Description 

1 USB 1/2 Connect to USB devices, and max output power is up to 5V/1.5A. 

2 USB 3/4 Connect to USB devices, and max output power is up to 5V/1A. 

3  

USB LED 

USB signal indicator. 

On: USB 3.0 signal is detected. 

Blinking: USB 2.0 signal is detected. 

Off: There is no USB signal. 

4 HDBT IN Connects to the HDBT OUT port on Transmitter with CAT cable. 

5  

 

LINK LED 

Connection signal indicator. 

On: Transmitter and Receiver are connected and linked. 

Blinking: Transmitter and Receiver link is off due to USB low power mode. 

Off: Transmitter and Receiver are not connected. 

6 RS-232 3-pin phoenix connector, connected to a PC or control system for RS-232 
command pass-through. 

7 FSYNC FSYNC port, receiving level pass-through from the Transmitter, and 
synchronizing the external devices. Default level is 5V. 

8 SERVICE Firmware update port. 

9 POWER LED The LED will be on when the Receiver is powered on. 

10 DC 24V DC 24V/2A power input port. 
 

 
 
 

 



 

 

  

 International Headquarters 
Naimi Park 
6 Ofra Haza Street 
Or Yehuda, 6032303, Israel 
Tel: +972-3-976-4000 
Fax: +972-3-976-4040 
 

AudioCodes Inc. 
80 Kingsbridge Rd 
Piscataway, NJ 08854, USA 
Tel: +1-732-469-0880 
Fax: +1-732-469-2298 
 
 
 
Contact us: https://www.audiocodes.com/corporate/offices-worldwide 
Website: https://www.audiocodes.com 
 
 
 
©2026 AudioCodes Ltd. All rights reserved. AudioCodes, AC, HD VoIP, HD VoIP Sounds Better, 
IPmedia, Mediant, MediaPack, What's Inside Matters, OSN, SmartTAP, User Management Pack, VMAS, 
VoIPerfect, VoIPerfectHD, Your Gateway To VoIP, 3GX, AudioCodes One Voice, AudioCodes Meeting 
Insights, and AudioCodes Room Experience are trademarks or registered trademarks of AudioCodes 
Limited. All other products or trademarks are property of their respective owners. Product 
specifications are subject to change without notice. 
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